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CRASH CUSHION PALLET DETAIL

FOST MILES_ [SHEET| TOTAL
DIST‘ COUNTY ‘ ROUTE ‘ TOTAL PROJECT ‘ NO. |SHEETS

REGISTERED CIVIL ENGINEER

May 1, 2006
PLANS APPROVAL DATE
Tre State of Callfornia or Its officers or

agents shall not be_responslble for the accuracy
or complefeness of electronlc coples af this pian
heet.

To get fo the Calfrans web site, go to: hitp:/ /www.dot.cagov

NOTES:

1. @ Indicates sand filled module location and weight of sand
in pounds for each module. Module spacing is based on
the greater diameter of the module.

2. All sand weights are nominal.

3. The temporary crash cushion arrays shown on this plan shall
be used only in locations where there will be traffic on one
side of the temporary crash cushion array.

4. If the fixed object or approach end of the temporary railing
is less than 15°-0" from the edge of traveled way, a temporary
crash cushion is required in a construction or work zone.

5. Temporary crash cushion arrays shall not encroach on the
traveled way.

6. Arrays for median shoulders shall conform to details shown
on this plan for outside shoulders.

7. Place the Type P marker panel so that the bottom of the
panel rests upon the pallet and faces traffic.

8. Refer fo Standard Plan A73B for marker details.

9. For shoulder widths less than 8'-Q", appropriate approved
crash cushion protection, other than sand filled modules,
shall be provided at fixed objects and at approach ends of
temporary railing. The specific type of crash cushion shall
be as shown on the project plans or as specified in the
Special Provisions, or if not shown on the project plans or
specified in the Special Provisions, shall be as approved by
the Engineer.

10. Approach speeds indicated conform to NCHRP 350 Report
criteria.
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